@ ALACER MAS

Fixed wheels 8470 series stainless steel

Fixed stainless steel wheels 8470 series

8470 series stainless steel fixed wheels with two-row swivel bearings and screwed wheel axle.

With nylon ring

Technical information

Cédigo Descripcion

3416U00080 RUEDA @080
34168478080P62  SOPORTE 080

CASQUILLERIA

341612458 12x45x8,2
1401093408 DIN-934 M-8

1401093308060 DIN-933 M-8.60
Cadigo Descripcion

3416U00100 RUEDA @ 100
34168478100P62 SOPORTE 100MM

CASQUILLERIA

341612458 12x45x8,2

1401093408 DIN-934 M-8
1401093308060 DIN-933 M-8.60

Cédigo Descripcion

3416U00125 RUEDA @125
34168478125P62 SOPORTE 125MM

N° orden

(7] Ancho
rueda Rueda

8478U00080P62 80 34

N° orden

(%) Ancho
rueda Rueda

8478U00100P62 100 36

N° orden

(7] Ancho
rueda Rueda

Med.
Pletina

100x85

Med.
Pletina

100x85

Med.
Pletina

Distan. 1}
Agujeros agujeros Carg

80/77 X 60 9 108 200

Distan. (] Cap
. . Altura
Agujeros agujeros Carg

80/77 X 60 9 128 200

Distan. 1] Cap
. . Altura
Agujeros agujeros Car

a

a

ga

Altura Cap. Precio

Precio

Precio



CASQUILLERIA

341612458 8478U00125P62 125 40 100x85 80/77 X 60 9 155 250 0
12x45x8,2
1401093408 DIN-934 M-8 0
1401093308060 DIN-933 M-8.60 0
L L . (7] Ancho Med. Distan. (7] Cap. .
Cdodigo Descripcion Referencia rueda Rueda Pletina Agujeros agujeros Altura Carga Precio
RUEDA @125 0
34168477125P62 SOPORTE 125MM 0
341612458 CEREIQUIEEARIA 8478U00125P63 125 40 137X105 105 X 80/75 11 161 300 0
12x45x8,2
1401093408 DIN-934 M-8 0
1401093308060 DIN-933 M-8.60 0
o L @  Ancho Med. Distan. (0] Cap. .
o)
Cdédigo Descripcion N° orden rueda Rueda Pletina Agujeros agujeros Altura Carga Precio
RUEDA @160 0
SOPORTE 160MM 0
341575404 CASQUILLERIA 8478U00160P63 160 40 137X105 105 X 80/75 11 200 500 0
@20x60x13
DIN-934 M-12 0
DIN-933 M-12.80 0
- L @  Ancho Med. Distan. (/] Cap. .
(o)
Celge LRl NP e rueda Rueda Pletina Agujeros agujeros A Carga R
3416U0020046 RUEDA @200 0
34168478200P63 SOPORTE200MM 0
341612459 CASQUILLERIA 8478U00200P63 200 50 137X105 105 X 80/75 11 240 500 0
B20x60xD13
1401093412 DIN-934 M-12 0
1401093312080 DIN-933 M-12.80 0



